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technical specifications
speed and performance 32ppm A4, 16ppm A3 . Duty cycle: 150,000 pages/month. 250 MHZ QED processor. 

HP Transmit Once technology for reduced network traffic and HP RIP Once technology for faster job processing. 
resolution HP Fastres 1200 (1200-dpi quality) at engine speed. 600 x 600 dpi with Resolution Enhancement technology (REt). 
memory 8150, 8150N, 8150DN, 32 Mbytes standard RAM with Memory Enhancement technology (MEt). 8150MFP, 64 Mbytes.

Memory expandable up to 160 Mbytes. Optional >2 Gbyte disk drive for storage of forms, fonts and signatures as well as
Mopy and Rip Once.

printer languages HP PCL 5e, HP PCL 6, and HP PostScript Level 3 emulation. Automatic language switching.
font capabilities 80 scalable TrueType® fonts built in. Intelifont rasterizer built in to PCL 5. 

Greek, Hebrew, Cyrillic, and Arabic fonts available.
connectivity Bi-directional, IEEE 1284-compliant parallel port. 3 EIO expansion slots for optional HP Jetdirect and third-party cards. N,

DN and MFP version include HP Jetdirect 610N internal print server for Ethernet 10/100Base-T 
(RJ-45) (J4169A). Optional HP Jetdirect print servers are available for Ethernet 10Base-T (RJ-45) (J3110A), Ethernet (RJ-45,
BNC) and Local Talk (J3111A), Token Ring (J3112A), USB, Serial and Local Talk (J4135A)

printer management The HP LaserJet 8150 supports all advanced printer management features of HP web jetadmin. HP web jetadmin printer
management software provides easy setup, use and management, extensive realtime diagnostics, remote visibility and
printer control for any HP LaserJet printer connected via an HP Jetdirect printserver.
HP web jetadmin provides the industry’s most complete, multi-vendor printer management 
using the Standard Printer MIB, and supports both TCP/IP and IPX/SPX protocols.
HP web jetadmin 6 is available via www.hp.com/go/webjetadmin.
SNMP and the industry-standard printer MIB compliant for network management compatibility.

paper handling Up to 5 input sources with a total capacity 3100 sheets up to 3500 sheets output capacity.
input standard Tray #1 (multipurpose tray): up to 100 sheets (also handles custom size paper) minimum size 98mm x 191mm to 

maximum size 297mm x 450mm. 60-199g/m2. Two 500-sheet trays: tray #2 (A4, B4, letter, legal) and tray #3 
(A4, B4, letter, legal, A3): 60-105g/m2.

optional HP 2000 sheet high capacity input tray A4, B4, letter, legal, A3. 60-105g/m2.
HP 2x500 sheet multi purpose input tray: tray #4: A4, B4, letter, legal; tray #5: A4, B4, letter, legal, A3. 60-105g/m2.
Custom-size tray for non-standard paper sizes ranging from 148mm x 210mm to 297mm x 432mm. Replaces tray #3 or
tray #5, simplex only. (up to 350 sheets)
HP automatic duplex unit (standard on DN and MFP bundle) capable of handling up to A3 sheets. 60-105g/m2. 
Envelope types: tray #1 and optional 100-envelope power feeder: 10 Regular, Monarch, DL, C5 and B5

output standard Capacity of 500 sheets face down, 100 sheets face up.
optional HP 8x250 bin mailbox. HP 5x250 sheet mailbox with stapler. HP 7x125 bin tabletop mailbox. Optional HP 3000 sheet

stacker with job offset stacking. Optional HP 3000 stapler/stacker with job offset stacking and multi-position stapling. 
3rd Party Solutions: Duplo DBM-80H Booklet Maker, Rutishauser TowerFeed Accessories.

printer control panel 2x16 back lit display with rocker switches to go forward or reverse through the menus. 
(Go) button and (Cancel Job) feature at the printer. Printer control messages can be displayed in 17 languages.

digital copy module The HP LaserJet 8150 MFP includes the HP digital copy module that provides copying and digital sending capability.
Specifications include:
Flatbed copying; max. document size 279mm x 432mm
50 sheet automatic document feeder (60-105g/m2)
Single pass two-sided scanning
Single pass automatic two-sided copying with dual scan arrays and straight-through paper path
LCD display with touchscreen control panel
Background removal, brightness/contrast adjustment – 5 levels
Reduce/enlarge with automatic scaling or in 1% increments between 25% and 200%
Copying in text, auto, or photo mode
Number of copies: 1-999
Digital Sender Module (Scan-to-email), optional Scan to LANFax C8539AB
Intuitive operation and complete, easy-to-understand messages
Dimensions: (W x H x D) 1092mm x 660mm x 559mm for copy module

environmental ranges Temperature for printer and toner: Operating 10º to 32.5ºC. Storage: 0º to 35ºC. 
Humidity: Operating 20% to 80% RH. Storage 10% to 95% RH. Acoustics: Operating position – L<59 dB (A) printing.
L<41 dB (A) standby. Bystander 1m – 1<52 dB (A) printing. 
L<37 dB (A). Sound Power – L=6.5 bels printing, L=4.9 bels (A) standby

power requirements Power Source: 100 to 127 volts (+/-10%) or 220 or 240 volts (+/-10%). Printer’s voltage ranges depends upon the
country in which the printer is purchased. Frequency: 50 or 60 Hz (+/- 2Hz).
Power Consumption: Printing – 645 to 685 watts (average). Standby – 145 to 165 watts (average). 
Powersave – 31 to 40 watts (EPA Energy Star) Compliant.

dimensions (w x h x d) 566 x 520 x 540 mm (without optional input and output devices)
weight 51 kg (base engine)
product certifications UL and cUL listed; C-22.2-950 certified; Nom-NYCE Approved, carries CE marking for Eu EMC and Low Voltage Directives,

complies with IEC 950/EN 60950 and IEC 825-1/EN60525-1 (Class 1 Laser Product/LED Product), meets FCC level B limits
and CISPR-22 level B, product CDRH certified (safe for office/EDP use)

year 2000 and The HP LaserJet 8150 and MFP including all the software, hardware, firmware and accessories 
euro compliance meet Year 2000 Compliance and support the Euro currency symbol
warranty One year on site warranty 

For more information contact the Hewlett-Packard Internet website at: http://www.hp.com
For more information on Third Party printing solutions, including electronic forms, barcodes, OCR, SAP R/3 and connectivity to mini or mainframe
computer systems, please refer to HP’s Network Printing Solutions Guide and to http://www.jetcaps.com

For more information, please call your local HP sales office or representative: Austria: (07114) 20 10 80 (local rate call),
Azerbaijan: (+994) 12 97 40 40, Belgium and Luxembourg: (02) 77834 00, Bulgaria: (+359) 2943 4889, CIS: (007) 095 797 3500, Croatia and
Slovenia: (+385 1) 488 1000, Czech Republic: (00 420 2) 613 07 111 (Prague), Denmark: 4599 1125, Dubai (Gulf Region): (971) 4815 456, 
East Central Europe (Vienna HQ plus Albania): (+43) 1-25000, Finland: (09) 88721, France: (1) 69 82 6060, Germany: 0180 532 6222 (0.48 DM
per minute), Greece: (01) 68964 11, Hungary: (+36) 1 382-1111, Iceland: (91) 67 10 00, Ireland: (00) 353 1 61 58 200, Israel: (972) 9 952
4848, Italy: (02) 92121, Kasachstan: (+7) 3272 47 37 53, Morocco (African Region): (212) 222 1340, Netherlands: (020) 5476666, Norway:
22 7356 00, Poland: (22) 608 77 00, Portugal: (808) 206 001, Romania: (+401) 250 6197, RSA: (27)11 806 1000 Slovakia: (+4217) 82 20 26,
Spain: (91) 631 16 00, Sweden: (08) 444 20 00, Switzerland: 0848 88 44 66, Turkey: (0212) 2216969, UK: (0990) 474747, Ukraine: (+380) 44
459 0348, Uzbekistan: (+998) 71 120 6320, Yugoslavia: (+381) 11 627 134, Multi Country Operations (MCO) (Geneva): (22) 780 41 11, 
European Headquarters (Geneva): (22) 780 81 11.

ordering information
C4265A HP LaserJet 8150
C4266A HP LaserJet 8150n
C4267A HP LaserJet 8150dn
C9135A HP LaserJet 8150mfp

paper handling
C4782A HP automatic duplex unit
C4781A HP 2000 sheet input tray
C4780A HP 2 x 500 sheet input tray 
C4779A HP 3000 sheet stacker
C4788A HP 3000 sheet stapler/stacker 
C4785A HP 8-bin mailbox
C4787A HP 5-bin mailbox with stapler
C4783A HP 7-bin tabletop mailbox 
C3765B HP envelope feeder
C4184A HP custom media tray 

optional extras 
C4166B HP LaserJet MFP upgrade kit
C4231A HP digital copy stand 

(including installation)
H2872A/E delivery and installation 

(comes with mfp stand)
C7842A 8MB memory
C7843A 16MB memory
C7845A 32MB memory
C7846A 64MB memory
C2985B >2GB EIO disk drive
C4103A HP fast infrared connect
C9129A HP LaserJet 8150 web access

DIMM (included n, dn & mfp versions)
C8539AB send to lanfax
C9122AB NT authentication
C2946A parallel cable: 3 metre 
C2947A parallel cable: 10 metre 

hp Jetdirect internal print servers 
J3111A Ethernet 10BaseT (RJ 45, BNC)

and local talk
J3112A Token ring (to be replaced 

by J4167A in spring 01)
J3110A Ethernet 10BaseTX (RJ-45)
J4169A Ethernet 10/100Base-TX

supplies
C3914A 110V maintenance kit after

350,000 pages
C3915A 220V maintenance kit after

350,000 pages
C3772A staples for HP 5-bin mailbox 

with stapler
C4791A staples for HP 3000 sheet

stapler/stacker 
C4182X HP toner cartridge for 20k

pages; (34k pages Dr.Grauert 
letter as described in ISO 10561)

C4183X pallet of 20k pages toner
cartridge for LJ8150

service and support packs
H4421A/E advanced maintenance 

service, next day response for all 
8150 models (except mfp bundles)

H4422A/E advanced maintenance
service, next day response for 8150 mfp 

H5491A/E 3 years support packs, next
day on-site response
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